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FCll - <offline>
"ReadUnit"

Name:

Autor:

Zeitstempel Code:
Interface:

Familie:

Version: 0.1
Bausteinversion: 2
03.04.2017 12:38:41
27.03.2017 14:23:01

Lingen (Baustein / Code / Daten): 00298 00194

IN 0.0

00008

ParmAccPoint |DWord 0.0 Parameter access point
Index Int 4.0 Parameter index
OouT 0.0
IN_OUT 0.0
TEMP 0.0
XTRUE Bool 0.0
RETURN 0.0
RET VAL 0.0
‘Baustein: FC1l1
‘Netzwerk: 1
#XTRUE #XTRUE
#XTRUE #XTRUE
S >—

‘ V1

‘Netzwerk: 2

ata

EN

#XTRUE
#XTRUE —REQ

#ParmAccPo

#ParmAccPo
int —HID

#Index
Parameter
index

#Index -INDEX

1 4MLEN

P#DB61.DBX
2.0

DB61.

Buffer {RECORD

"RDREC"

ENO— SAVE )>—|

DB61.DBXO.
VALID—1

DB61.DBXO.
BUSY— 0

ERROR|

STATUS—

LEN—
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Netzwerk: 3

DB61.DBX0O. DB61.DBXO.
0 1 MOVE

% | EN ENO—— SAVE )—]

DB61.DBB2 —HIN DB1.DBB8
Unit of
the device

"FMS
ACYCLIC
OUT— DB" .UNIT
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